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Flexible, semi-rigid & rigid

DB 80 SERIES
PRECAST CONCRETE BARRIERS

DB 80 SERIES



PROTECTING LIVES 
IS OUR MOTIVATION

Developed to cover all applications up to H2 containment – 
surface mounted, pile driven, pinned, anchored or embedded.



DB 80 SERIES
THE NEW GENERATION OF MODULAR 
BARRIERS
Now superior safety performance comes with unexpected versatility 
for seamless protection.

Forget individual stand-alone solutions and the necessity to combine different types of barriers. The new 
DB 80 series comprises everything needed for a holistic safety approach. Developed for outstanding safety 
performance. 

One barrier design,
four barrier types –
numerous applications.
Eliminating complexity
on the central reserve,
verge and bridge.

Continuous development since 1995, more than 320 
crash tests on our entire portfolio.

20+ crash tests 
with heavy trucks

70+ crash tests 
with busses

70+ crash tests 
with small trucks

140+ crash tests  
with passenger cars



FULLY CE-CERTIFIED  
AND TESTED

	f According to EN 1317

	f T3 / N2 / H1 / H2

	f Tested on full-scale bridge deck

FULLY MODULAR

	f All types combinable

	f Connectable to guardrails

	f Connectable to in-situ barriers

	f Many special elements available

APPLICATIONS

	f Single / double row central 
reserve

	f Verge

	f Obstacle protection

	f Bridge protection

	f Maintenance crossing points

	f 2-in-1 method (T3 and N2)

Surface mounted
H2 | W4 / 5 | B
T3 | W2 | B 
N2 | W3 | B
H1 | W4 | B

Pile driven in subsoil
H2 | W2 / 3 | B

Pinned in asphalt
H2 | W2 | B

Anchored in concrete
H2 | W1 / 2 | B

Embedded in asphalt
H2 | W1 / 2 | B

System Width
0.60 m

System Height
0.80 m

Element Length
6.00 m

DELTABLOC® PROPERTIES

SURFACE 
MOUNTED

PILE DRIVEN  
IN SUBSOIL

PINNED 
IN ASPHALT

ANCHORED 
IN CONCRETE

EMBEDDED 
IN ASPHALT

DB 80 SERIES PRODUCT RANGE

Type Performance Installation Method Protection

DB 80 H2 (L2) | W5 | B surface mounted double sided

DB 80F
H2 | W2 | B pile driven in subsoil 2 × ram pins double sided

H2 | W3 | B pile driven in subsoil 2 × ram pins double sided

DB 80P H2 | W2 | B pinned in asphalt 2 × pins double sided

DB 80A H2 | W2 | B anchored in concrete 2 × anchors double sided

DB 80E H2 | W1 | B embedded in asphalt double sided

DB 80AS-A H2 | W1 | B anchored in concrete 4 × anchors single sided

DB 80AS-E
H2 | W1 | B embedded in asphalt single sided

H2 | W2 | B embedded in asphalt single sided

DB 80AS-R H2 | W4 | B surface mounted single sided
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OBSTACLE 
PROTECTION
The DB 80F, P and A come 
with working width W2

DB 80 SERIES
COVERING ALL APPLICATIONS OF MODERN 
HIGHWAY DESIGN
Suitable for the central reserve, verge, crossing points and bridges.

The DB 80 series is part of DELTABLOC®´s holistic passive traffic safety concept. Designed and tested for utmost 
versatility each system covers many different ways of installation. Through SafeLink® Transitions it can be 
connected seamlessly to the DB 120S series, the in-situ EP 80 series, STEELBLOC® as well as many other 
third‑party systems. 

SINGLE ROW  
CENTRAL RESERVE

The DB 80 series comprises 
rigid, semi-rigid or flexible systems  

that operate double sided

SPLIT-LEVEL 
CENTRAL RESERVE
The DB 80F allows narrowest  
two-row applications

MAINTENANCE 
CROSSING POINTS
The DB 80 and DB 80P can easily be 
removed and reinstalled

BRIDGES
The DB 80A is especially 
designed for bridges

SPECIAL SOLUTIONS
DB 80 SafeGate Emergency Gate 

DB 80 Light Mast Foundation 
DB 80 Dilatation Set 

DB 80 Bifurcation Set

DB 80 SERIES 
loves Zero Debris Concrete

Now you can choose Zero Debris Concrete for 
the DB 80 series – for zero detached parts up to 
H2 level. 

Zero Debris Concrete makes the barrier 
incredibly robust. It can take 3 times the impact 
energy of standard concrete which results in 
fewer repairs following impacts.

Developed for outstanding safety performance.

DB 80 SERIES PRODUCT RANGE

Type Performance Installation Method Protection

DB 80 H2 (L2) | W5 | B surface mounted double sided

DB 80F
H2 | W2 | B pile driven in subsoil 2 × ram pins double sided

H2 | W3 | B pile driven in subsoil 2 × ram pins double sided

DB 80P H2 | W2 | B pinned in asphalt 2 × pins double sided

DB 80A H2 | W2 | B anchored in concrete 2 × anchors double sided

DB 80E H2 | W1 | B embedded in asphalt double sided

DB 80AS-A H2 | W1 | B anchored in concrete 4 × anchors single sided

DB 80AS-E
H2 | W1 | B embedded in asphalt single sided

H2 | W2 | B embedded in asphalt single sided

DB 80AS-R H2 | W4 | B surface mounted single sided
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THE NEW DB 80 SERIES
PROTECTS WITH MODULAR SAFETY

The holistic H2 safety concept 
for the central reserve, verge and bridge.


